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IPP Product = Prime Commercial Quality Galvanised steel- Prime, Cold Rolled, Z275 coating, Grade G2, 1.15mm thick, 1200 mm wide, Coil

Product Control Number - Coding System

Field Number Category Price / Cost Impact
1 Prime / Non Prime
P Prime Base
S Secondary / Non Prime reduction
2 Base Steel
H Hot Rolled reduction
C Cold Rolled Base
3 Hot Dipped Coating Type
4 Zinc Coated (Z) Base
F Zinc / Iron Alloyed Coating (Australian ZF = Japanese F) increase
4 Coating Mass (weight)
1 <=100 g/m2 reduction
2 >100 g/m2 to <=220g/m2 reduction
3 >220g/m2 to <=300g/m2 Base
4 >Z300 g/m2 to <=400g/m2 increase
5 >400 E/mz increase
5 Grade Designation ( AS 1397 / JIS 3302 )
1 G2 / SGCC / SGHC Base
2 G3/SGCD/ increase
3 G250 / SGC 340 / SGH 340 / SGC 340 / SGHC 340 increase
4 G300 / G350 / SGC 400 / SGH 440 / SGC 440 / SGHC 440 / SGC 490 / SGCH 490 increase
5 G450 / G500 increase
6 G550 / SGC 570 increase
9 Other
6 Thickness (BMT)
1 <0.40 mm increase
2 =>0.40 mm to <0.50 mm increase
3 =>0.50 mm to <0.75 mm increase
4 =>0.75 mm to <1.00 mm increase
5 =>1.00mm to <1.50 mm Base
6 =>1.50 mm to <2.00 mm -
7 =>2.00mm to <2.50 mm -
8 =>2.50 mm -
7 Width
1 <600 mm increase
2 =>600 mm to <=1220mm Base
3 >1220mm
8 Form
C Coil Base
S Sheet increase

PCN Examples:- for equivalent AS 1397 and JIS G3302 galvanised steel products
AS 1397 Galvanised steel - Prime, Cold Rolled, Z275 coating, G2 grade, 1.20mm thick, 12200mm wide, Coil would haveaPCN=  PCZ3152C
JIS G3302 Galvanised steel - Prime, Cold Rolled, Z27 coating, SGCC grade, 1.20mm thick, 1200mm wide, Coil would have a PCN = PCZ3152C

AS 1397 ZINCANNEALS® steel - Prime, Cold Rolled, G2 grade, ZF100 coating, 0.75Smm thick, 950mm wide, Coil would have a PCN = PCF1144C
JIS G3302 Galvanneal steel - Prime, Cold Rolled, SGCC grade, F10 coating, 0.75mm thick, 950mm wide, Coil would have a PCN = PCF1144C

AS 1397 Galvanised steel - Prime, Cold Rolled, Z200 coating, G300 grade, 0 50mm thick, 915mm wide, Sheet would have aPCN =  PCZ2422S
JIS G3302 Galvanised steel - Prime, Cold Rolled, Z20 coating, SGC 400 grade, 0.50mm thick, 915mm wide, Sheet would have a PCN = P(CZ2422S






