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Public File
Dear Director,

Continuation 689 — Precision Pipe & Tube exported from China and Korea — Submission on Model Control
Codes

1. Introduction

Orrcon Manufacturing Pty Ltd (Orrcon) refers to the recently initiated continuation inquiry in relation to
Precision Pipe & Tube (PPT) exported from China and Korea (the subject countries)," and makes the
following comments on the proposed Model Control Code (MCC) structure.

2. Revisions to the MCC Hierarchy

Anti-Dumping Duty Notice ADN 2025/106 outlined the Anti-Dumping Commission’s (the Commission’s)
proposed MCC structure for the PPT continuation inquiry as follows:

1 Refer ADN 2025/106.
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“M™ = Mandatory
0" = Optional”
‘NA” = Mat applicable
Category Sub-Category Identifier Sales Cost
Data Data
1 Prime Prime P M MNA
Mon-Prime N
2 Shape Circular c M M
Rectangular or Square R
3 Circular size - outside diameter (OD) Mot circular N M M
* products with 00 =21 mm to £101.6 mm and < 16 mm 1
are not @ir heater tubes are not the goods.
=16 mm te =21 mm 2
=21 mm to <101.8 mm (Air Heater 3
Tubes onky)
4 Rectangular or Square size - outside Mot rectangular/square N M M
perimeter < 40 mm 1
> 40 mm to =80 mm 2z
> 80 mm to =260 mm 3
5 Thickness < 1.6 mm A M M
2 1.6 mm to <3.2 mm B
2 3.2 mm c
] Steel BaselType Hot rolled - not alloyed Hn M M
Not alloyed or alloyed Hot-rolled - alloyed Ha
Cold rolled {Semi-bright) — not alloyed Cn
Cold rolled {Semi-bright) — alloyed Ca
T Steel Grade — minimum yield strength C200 1 M M
C250 2
C350 K’
C450 4
Other 5
8 Metallic finish or coating MNone N M M
Pleasa specify the type of galvanising = | Hot dip-galvanized (HDG) - zinc HD{z/az/zam)
f:lr:::'hr:fl:;as: Pre-galvanised (electro-galvanised) PG(ziazizam)
Zinc {:uqu = I-_|Dz Mild Steel Galvabond (MSGE) GB
i oo < iz | 0o lase ooty chame ) | A
9 Coating Mass = 20 g/m? (including none) 1 M M
2 20 gim? to <100 g/m= 2
2 100 gim? to =275 g/m? 3
= 275 gim? 4
10 Surface Protection Oiled 0 M M
Clear or painted P
Mo oll or paint N
11 Length =4m 1 M (o]
>4m to =8 m 2z
8 mto=120m 3
=12.0m 4
12 | End configuration Plain end P 0 0
Threaded/flanged/swaged T
Other {e.g., square faced) 0

Table 1: ADN 2025/106 MCC Structure

Orrcon has reviewed the proposed MCC composition and hierarchy for its adequacy in assessing the

differences in physical characteristics that give rise to distinguishable and material differences in price and

cost. Orrcon is of the view that the categories and sub-categories proposed, and their mandatory or optional
designations, identify the fundamental characteristics of the PPT goods.
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In relation to the relative significance of each MCC category, however, Orrcon submits that the following
amendments are required to ensure the categories are properly applied, ranked in descending order of
importance for model matching:

Category Proposed MCC Current MCC
Position Position

Prime 1 1
Steel Base/Type (not alloyed or alloyed) 2 6
Metallic finish/coating 3 8
Steel Grade — minimum yield strength 4 7
Surface Protection 5 10
Coating Mass 6 9
Shape 7 2
Thickness 8 5
Circular size — outside diameter 9 3
Rectangular or Square size - outside perimeter 10 4
Length 1 1
End configuration 12 12

Table 2: Proposed PPT MCC Structure

With the exception of the Prime (MCC #1), Length (MCC #11), and End Configuration (MCC #12), Orrcon
proposes that all other categories be re-sequenced to ensure a descending order of significance. Of most
significance in distinguishing material differences in prices and costs (and again, aside from the prime/non-
prime designation) are Steel Base/Type (new MCC #2) and Metallic finish/coating (new MCC #3).

3. Chinese/Korean exporter verification

As noted above, Orrcon affirms the Commission’s position in ADN 2025/106 on the mandatory/optional
designations of the MCC categories as they relate to sales and cost data. Orrcon confirms its capability to
furnish data to the Commission in accordance with these designations, and would similarly expect that those
Chinese and Korean exporters selected for cooperation can do the same in their questionnaire responses. A
failure by these exporters to do so should give reason to the Commission for considering their cooperative
status.

Given the complex and technical nature of MCCs, Orrcon would welcome the opportunity to engage directly
with Commission staff during the deliberation process to assist in finalising an appropriate structure.

For and on behalf of Orrcon.
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